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Polyseal PP
Special adhesive and sealing compound

CHARACTERISTICS
►	Bonding and sealing without primer on polyester (GFK), 

PVC, acrylic-glass, polystrol, macrolon, steal, high-
grade steel, aluminums, concrete, clinker, marble, glass 
and wood

►	Compound for extremely high strained joints, in which 
only small movements will be expected (10%) movement 
admission

►	Sealing and glueing also under water and on wet 
surfaces, test of bonding strength of the MPA

►	Sealing in the drink-water area, see the KTW report
►	Sealing in the food-area, see the Fresenius report

DESCRIPTION
Polyseal PP is a one component, pasty adhesiveand 
sealing compound based on silylmodified polymer (Smp), 
which hardens through humidity to a flexible product. 
Polyseal PP does not shrink and does not release any other 
chemical during the curing process. Polyseal PP can be 
used as sealing compound in extremely strained joints, 
such as industrial plants. Because of its high resistance 
to chemicals, Polyseal  PP is particularly suitable for high 
chemical contaminated areas. In addition Polyseal PP is 
also good for clean air rooms. Polyseal PP is proofed, 
tested and certified for the use in food-areas and for 
drinking water. Polyseal PP has a good UV-resistance and 
can be painted over. Polyseal PP is even in fresh condition 
very adhesive, so that already after joining the adhesive 
parts together a high initial tack is achieved. Polyseal PP is 
even suitable for the sealing and bonding under water.

APPLICATION INSTRUCTIONS
The surface has to be solid, load bearing, clean and 
free of separating substances (grease, oil, etc.) for highly 
absorbent substrates priming is recommended. Please 
consult our technical department for recommendations. 
Polyseal PP should be spread steady with force on the 
bonding area. For the processing we propose hand 
operated guns or compressed air pistols. Opened sausages 
or cartridges should be consumed soon. The adhesion 
on difficult plastics like PE or PP (Polyfine) should be 
tested before the application. On contact surfaces like 
aluminum, galvanized steel plate, PVC, PS and makrolon 
Polyseal PP can be used without primer. The adhesion on 

moistly concrete ground is similar high as on dry primed 
concrete. In addition bonding under water is possible. The 
time in which the material becomes hard is dependent 
On the humidity and the temperature. Through the raising 
of temperature and humidity the hardnesstime can be 
shortened.

SPECIAL APPLICATION
The product is especially suitable for the adhesion of the 
swelling rubber Hydroseal P on humid substrates, because 
Polyseal PP reacts through humidity.

ATTENTION
Polyseal PP contains no thinner, isocyanates and silicons. 
before start processing it is necessary to read about 
precautionary measures and safety regulations on the 
safety data sheet. Also for nonhazardous ingedients the 
usual precautionary measures for chemical products have 
to be taken.

STORAGE & SHELF LIFE
Store all material between 10 and 25°C in a cool, covered 
dry place. Do not expose the containers to direct sunlight 
and keep away from all sources of heat. In tropical 
climatic conditions, the product has to be stored in an air-
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conditioned environment and protected from high humidity. 
the shelf life of the product is 12 months in unopened 
condition if stored as per the recommendations. exposure 
to high temperature and humidity will result in considerable 
deterioration of the product and reduce its shelf life.

HEALTH & SAFETY
As with all construction chemical products caution should 
be always be exercised whilst usage. Protective clothing 
such as gloves and goggles should be worn. treat any 
splashes to the skin or eyes with fresh water immediately 
and seek medical advice. Should any of the product be 
accidentally swallowed do not induce vomiting, but call for 
medical assistance immediately. Ensure that the container 
is available for medical attendant to examine any relevant 
instructions and contents details.
For any further information please refer to the material 
Safety datasheet.

TEST CERTIFICATES
ktw dated from 22.03.2002
Food institut fresenius 2001
Chemical resistance look at the list of resistances
Bonding strength MFPA dated 28.02.2001

TECHNICAL SPECIFICATION

PRoPeRTIeS VAlueS
Storage Cool and dry, in original 
 bundle 12 month
Consistency Pasty
Color White, black
Density 1.5g/cm3

Shrinkage 0.3%
Hardness* ca 55 (Shore a type)
Tensile strength 2.5 mpa
Cracking expansion 500%
Max. movement 10% 
admission
Skin-building time* ca. 30 minutes depending 
 temperature and humidity
Hardness time* ca. 3mm/24h
Processing temperature 5 - 40° c (temperature of 
 building parts)
Temperature permanence ca. -40 up to +90°C.
Quantity of delivery 600 ml aluminum sausage
*measured at 23°c / 50 % humidity
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Apart from the information given here it is also important to observe the relevant 
guidelines and regulations of various organisations and trade associations as 
well as the respective standards. The aforementioned characteristics are based 
on practical experience and applied testing. Warranted properties and possible 
uses which go beyond those warranted in this information sheet require our 
written confirmation. All data given was obtained at an ambient and material 
temperature of +23°C and 50 % relative air humidity at laboratory conditions 
unless specified otherwise. Please note that under other climatic conditions 
hardening can be accelerated or delayed.
The information contained herein, particularly recommendations for the 
handling and use of our products, is based on our professional experience. 
As materials and conditions may vary with each intended application, and 
thus are beyond our sphere of influence, we strongly recommend that in each 
case sufficient tests are conducted to check the suitability of our products 
for their intended use. Legal liability cannot be accepted on the basis of the 
contents of this data sheet or any verbal advice given, unless there is a case 
of wilful misconduct or gross negligence on our part. This technical data sheet 
supersedes all previous editions relevant to this product.


