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Polyseal Swell
Single-component, water-expandable sealing compound

PROPERTIES
Polyseal Swell is a single-component, waterexpandable, 
paste-like sealing compound with excellent physical 
properties. Polyseal Swell contains water-expandable 
polymers based on polyurethane that can expand to 
approx. 200 vol.% when in contact with water after it 
has fully cured. Polyseal Swell is used for sealing joints, 
sectional and reinforcing steels, precast panels, shafts, 
annular gaps, pipe lead-throughs etc. in addition it is 
used to underlay hydrophilic rubber profiles in the case of 
uneven subsurfaces.

APPLICATION INSTRUCTIONS
The surface must be dry, hard, stable, unsoiled and free 
of separating substances (grease, oil etc.). Polyseal Swell 
should be spread with pressure evenly onto the adherent 
area. We recommend the application of Polyseal Swell with 
a notched trowel Z1. Containers already opened should 
be used up as quickly as possible. The time for complete 
hardening depends on humidity and temperature. Time 
for complete hardening can be shortened by increasing 
temperature and humidity.

PLEASE NOTE
Polyseal Swell contains solvents. the precautionary 
measures and safety recommendations included in the 
Safety data Sheet must be read and understood prior 
to starting work. even in the case of products where no 
marking is required, the standard precautionary measures 
applicable for chemical products should be observed.

STORAGE & SHELF LIFE
Store all material between 10 and 25°C in a cool, covered 
dry place. Do not expose the containers to direct sunlight 
and keep away from all sources of heat. In tropical 
climatic conditions, the product has to be stored in an air-
conditioned environment and protected from high humidity. 
The shelf life of the product is 12 months in unopened 
condition if stored as per the recommendations. Exposure 
to high temperature and humidity will result in considerable 
deterioration of the product and reduce its shelf life.

HEALTH & SAFETY
As with all construction chemical products caution should 
be always be exercised whilst usage. Protective clothing 
such as gloves and goggles should be worn. Treat any 
splashes to the skin or eyes with fresh water immediately 
and seek medical advice. Should any of the product be 
accidentally swallowed do not induce vomiting, but call for 
medical assistance immediately. Ensure that the container 
is available for medical attendant to examine any relevant 
instructions and contents details.
for any further information please refer to the material 
Safety datasheet.

TD
S_

Po
ly

se
al

 S
w

el
l_

G
C

C
_0

5
1
9



2

Henkel Polybit Industries Ltd.; PO Box: 293, Umm Al Quwain, UAE
Tel:+971(6)76 70 777; Fax:+971(6)76 70 197; henkelpolybit@henkel.com
Henkel Polybit Industries Ltd.; PO Box: 5911, Dammam-31432, KSA 
Tel:+96613808 4061 / 62, Fax: +966 13 812 1164; polybitdammam@henkel.com
www.henkelpolybit.com

TECHNICAL SPECIFICATION

PRoPeRTIeS VAlueS
Consistency Paste-like
Colour Grey
Spec. density 1.3 g/cm3

Hardness * Approx. 35 (Shore a type)
Tensile strength 3.0 MPa
Tear strength 1.0 MPa
Swelling rate 100 Vol.%
Skin formation approx. 30 min. 
time **
Complete approx. 3 mm/24 h 
hardening **
Processing 5° - 40°C (temperature of 
temperature structural component)
Dyn. viscosity Approx. 100000 mpas
Delivery form 320 ml cartridge
Storage cool and dry, approx. 
 12 months in original 
 containers.
(*measurement after 4 weeks curing at 23°C / 50 % 
rel. humidity) 
(**measurement at 23°C / 50 % rel. humidity)
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Apart from the information given here it is also important to observe the relevant 
guidelines and regulations of various organisations and trade associations as 
well as the respective standards. The aforementioned characteristics are based 
on practical experience and applied testing. Warranted properties and possible 
uses which go beyond those warranted in this information sheet require our 
written confirmation. All data given was obtained at an ambient and material 
temperature of +23°C and 50 % relative air humidity at laboratory conditions 
unless specified otherwise. Please note that under other climatic conditions 
hardening can be accelerated or delayed.
The information contained herein, particularly recommendations for the 
handling and use of our products, is based on our professional experience. 
As materials and conditions may vary with each intended application, and 
thus are beyond our sphere of influence, we strongly recommend that in each 
case sufficient tests are conducted to check the suitability of our products 
for their intended use. Legal liability cannot be accepted on the basis of the 
contents of this data sheet or any verbal advice given, unless there is a case 
of wilful misconduct or gross negligence on our part. This technical data sheet 
supersedes all previous editions relevant to this product.


