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PPOLYINJECTOLYINJECT C CEMENTEMENT
1-component ultra-fine cement injection resin

PROPERTIES

4 Hollow space filling such as honey combs or
cavities

4 Stabilisation of concrete and brickwork

4 Multiple grouting of injection hoses

DESCRIPTION
POLYINJECT CEMENT is a mineral, one-component in-
jection medium based on ultrafine cements. POLY-
INJECT CEMENT is suitable for the injection of cracks
from 0.2 mm upwards, for hollow space filling
and for the stabilisation of concrete and brick-
work. POLYINJECT CEMENT can be used for single or
multiple grouting of injection hoses.
application certificates for the grouting of the in-
jection hoses polyinject hose are existant.
POLYINJECT CEMENT is a one-component cement
and does not have to be mixed with a colloidal
mixer, in comparison with comparable micro-fine-
cements.

APPLICATION INSTRUCTIONS
POLYINJECT CEMENT is homogenously mixed with 4
to 5 litres  of clean water per 8kg bucket for at least
4 minutes with a dissolving agitator (e.g. power drill
with dissolving agitator attachment) at 1500 rpm.
a colloidal mixer, as generally used for two-com-
ponent microfine-cements, is not required for mix-
ing. 
the material is then injected in low pressure
operation with a 1-component injection pump,
e.g. a spiral pump. the subsurface and material
temperature must not fall below +5°c during
processing and 72 hours after processing.
POLYINJECT CEMENT is an injection medium that
reacts rigidly and can therefore not be used for the
grouting of moving cracks or expansion joints.

STORAGE & SHELF LIFE
Store under cover, out of directly sunlight and
protect from extreme temperatures. in tropical
climates the product must be stored in air –
conditioned environment.

Shelf life is up to 12 months when stored as per
recommendations.

HEALTH & SAFETY
4 irritates eyes and skin
4 must be kept out of reach of children
4 do not inhale
4 avoid contact with skin
4 in case of contact with eyes, rinse thoroughly

with plenty of water and seek medical advice
4 if swallowed, seek medical advice immediately

and show container or label.
POLYINJECT CEMENT contains cement and has an al-
kaline reaction with water. for this reason skin and
eyes must be protected (wear gloves and gog-
gles).

HARD MORTAR PROPERTIES
1 day 7 days 28 days

compressive
strength [n/mm2] 46 54 62

bending tensile 
strength [n/mm2] 1.7 4.7 7.1

adhesive tensile 
strength [n/mm2] 1.5 (on concrete, after 28 

days)
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apart from the information given here it is also important to observe the relevant guidelines and regulations of various organisations and trade associations as well
as the respective standards. the aforementioned characteristics are based on practical experience and applied testing. warranted properties and possible uses which
go beyond those warranted in this information sheet require our written confirmation. all data given was obtained at an ambient and material temperature of 
+23°c and 50 % relative air humidity at laboratory conditions unless specified otherwise. please note that under other climatic conditions hardening can be 
accelerated or delayed.

the information contained herein, particularly recommendations for the handling and use of our products, is based on our professional experience. as materials
and conditions may vary with each intended application, and thus are beyond our sphere of influence, we strongly recommend that in each case sufficient tests are
conducted to check the suitability of our products for their intended use. legal liability cannot be accepted on the basis of the contents of this data sheet or any ver-
bal advice given, unless there is a case of wilful misconduct or gross negligence on our part. this technical data sheet supersedes all previous editions relevant to
this product.

manufactured in G.c.c.

Henkel Polybit Industries Ltd. Henkel Polybit Industries Ltd.
p.o. box 293, umm al quwain, uae p.o. box 2230, al khobar 31952, kSa
tel: +971 6 7670777,  fax: +971 6 7670197 tel:+966 13 808 4061/62, fax:+966 13 812 1164
henkelpolybit@henkelpolybit.com dammam@henkelpolybit.com

www.henkelpolybit.com
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TEST CERTIFICATES
• General building inspection test certificate no:

p-Sac 02/2.2/04-413 mfpa leipzig 2005 Sin-
gle-channel multi injectable injection hose POLY-
INJECT HOSE together with the injection sub-
stances POLYINJECT CEMENT.

HINT

TECHNICAL SPECIFICATION
PROPERTIES VALUES

Storage dry, in origional gask 
approx. 6 months

density 1.87 g/cm3

processing time approx. 1 h*

processing temperature 5 - 30°c

pull-off resistance approx:. 1,5 n/mm2

(on concrete, 
after 28 days)

mixing ratio approx. 2 : 1 (part per 
weight) 
POLYINJECT CEMENT to 
water

begin of coagulatio approx. 6 h*

end of coagulation approx. 9 h*

delivery form 8 kg-pe round bucket

* depending on temperature and atmospheric conditions


